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AUTO WASH 6502

Low VOC Non-Combustible Automatic Press Wash

Description: A low VOC non-combustible press wash to be used on all types of sheetfed and web
press equipment. AUTO WASH 6502 contains a mixture of solvents that provide
excellent ink cutting power and components that help remove paper coating and
fibers. AUTO WASH 6502 is emulsifiable with water to help in the removal of water
soluble contaminants.

Directions for Use: BYHand:
Blankets — Apply a liberal amount of AUTO WASH 6502 to a clean rag and wipe

across blanket surface until ink and paper contaminants are removed. Follow-up
with a water rinse to remove any residue. Rollers — Apply enough wash to
thoroughly clean ink from all rollers. Follow-up with water rinse to remove any
residue.

Automatic Blanket & Roller Washes:

Follow manufacturers’ instructions for use in automatic wash equipment. Add water
for faster drying and better removal of paper coating and fiber.

Specifications:
Appearance: Clear amber yellow liquid
Density: 7.3 Ibs/gal
VOC Content: 0.8 Ibs/gal, 96 g/L, 11%
(EPA Method 24)
Flash Point: >200°F

This product should be used only for its intended purpose. The information stated above is based on our laboratory tests and
experience, and is accurate to the best of our knowledge. Since actual use is beyond our control, the recommendations or
suggestions are made without warranty, expressed or implied.



